


» Temporary Protection No. 3: Protecting a Historic Structure During Adjacent Construction,
Preservation Tech Note *
www.nps.gov/history/hps/tps/technotes/PTN42/intro.htm

Terra Cotta (See also Masonry)
e The Preservation of Historic Glazed Architectural Terra-Cotta, Preservation Brief 7 *
www.nps.gov/history/hps/tps/briefs/brief07.htm

» The Use of Substitute Materials on Historic Building Exteriors, Preservation Brief 16 *
www.nps.gov/history/hps/tps/briefs/brief16.htm

Tinted Glass (See Windows)

Treatment Standards
» The Secretary of the Interior’s Standards for the Treatment of Historic Properties *
www.nps.gov/history/hps/tps/standards_guidelines.htm

* The Secretary of the Interior’s Standards for the Treatment of Historic Properties with Guidelines
for Preserving, Rehabilitating, Restoring, and Reconstructing Historic Buildings *
www.nps.gov/history/hps/tps/standguide/index.htm

Twentieth-Century Building Materials (See Recent Past)

Vehicular Openings (See Garages and Garage Doors; and Openings, Vehicular)

Vinyl Siding (See Artifcial Siding)

Walls, Interior (See Interiors)

Warehouse Buildings (See Industrial Buildings)

Water-Proof Coating (See Masonry Coatings)

Water-Repellent Coating (See Masonry Coatings)

Weatherizing (See Energy Conservation and Windows)
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Windows

INCENTIVES! A Guide to the Federal Historic Preservation Tax Incentives Program for
Income Producing Properties: Avoiding Incompatible Work: Windows W
www.nps.gov/history/hps/tps/tax/incentives/avoiding_5.htm

The Preservation and Repair of Historic Stained and Leaded Glass, Preservation Brief 33 *
www.nps.gov/history/hps/tps/briefs/brief33.htm

The Repair and Thermal Upgrading of Historic Steel Windows, Preservation Brief 13 *
www.nps.gov/history/hps/tps/briefs/brief13.htm

* The Repair of Historic Wooden Windows, Preservation Brief 9 *
www.nps.gov/history/hps/tps/briefs/brief09.htm

The Secretary of the Interior’s Standards for Rehabilitation and Guidelines for Rehabilitating
Historic Buildings (text only, no illustrations) P

The Secretary of the Interior’s Standards for Rehabilitation & Illustrated Guidelines for
Rehabilitating Historic Buildings *
www.nps.gov/history/hps/tps/tax/rhb/index.htm

The Secretary of the Interior’s Standards for the Treatment of Historic Properties with Guidelines
for Preserving, Rehabilitating, Restoring, and Reconstructing Historic Buildings *
www.nps.gov/history/hps/tps/standguide/index.htm

Selecting New Windows to Replace Non-Historic Windows, ITS No. 23 W
www.nps.gov/history/hps/tps/tax/ITS/its_23.pdf

Window Guide for Rehabilitating Historic Buildings (1997) P

The Window Handbook: Successful Strategies for Rehabilitating Windows in Historic
Buildings (17 Preservation Tech Notes) P

Windows W
www.nps.gov/history/hps/tps/tax/guidance.htm

Windows No. 1: Planning Approaches to Window Preservation, Preservation Tech Note P

Windows No. 2: Installing Insulating Glass in Existing Steel Windows, Preservation Tech Note P

Windows No. 3: Exterior Storm Windows: Casement Design Wooden Storm Sash, Preservation
Tech Note P

Windows No. 4: Replacement Wooden Frames and Sash, Preservation Tech Note P

Windows No. 5: Interior Metal Storm Windows, Preservation Tech Note P
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* Windows No. 6: Replacement Wooden Sash and Frames with Insulating Glass and Integral
Muntins, Preservation Tech Note P

* Windows No. 7: Window Awnings, Preservation Tech Note P

* Windows No. 8: Thermal Retrofit of Historic Wooden Sash Using Interior Piggyback Storm
Panels, Preservation Tech Note P

* Windows No. 9: Interior Storm Windows, Magnetic Seal, Preservation Tech Note P
* Windows No. 10: Temporary Window Vents in Unoccupied Historic Buildings,
Preservation Tech Note *

www.nps.gov/history/hps/tps/technotes/PTN11/introduction.htm

* Window No. 11: Installing Insulating Glass in Existing Wooden Sash Incorporating the Historic
Glass, Preservation Tech Note P

* Windows No. 12: Aluminum Replacement for Steel Industrial Glass and Integral Muntins,
Preservation Tech Note P

* Windows No. 13: Aluminum Replacement Windows with Sealed Insulating Glass and
Trapezoidal Muntin Grids, Preservation Tech Note P

* Windows No. 14: Reinforcing Deteriorated Wooden Windows, Preservation Tech Note P
* Windows No. 15: Interior Storms for Steel Casement Windows, Preservation Tech Note P

* Windows No. 16: Repairing and Upgrading Multi-Light Wooden Mill Windows, Preservation
Tech Note P

* Windows No. 17: Repair and Retrofitting Steel Windows, Preservation Tech Note P

* Windows No. 18: Aluminum Replacement Windows with True Divided Lights, Interior
Piggyback Storm Panels and Exposed Historic Wooden Frames, Preservation Tech Note P

* Windows No. 19: Repairing Steel Casement Windows, Preservation Tech Note P

* Windows No. 20: Aluminum Replacement Window for Steel Projecting Units with True
Divided Light and Matching Profiles, Preservation Tech Note *
www.nps.gov/history/hps/tps/technotes/ptn48/intro.htm

* Windows No. 21: Replacement Wood Sash Utilizing True Divided Lights and an Interior Piggy-
back Energy Panel, Preservation Tech Note P

* Windows No. 22: Maintenance and Repair of Historic Aluminum Windows, Preservation Tech
Note P

(*)  Available both as hard copy and on website 57
(P)  Available hatrd copy only (ordet from www.nps.gov/history/hps/bookstore.htm)

(W) Available on website/on-line



Wood

Zinc

Exterior Paint Problems on Historic Woodwork, Preservation Brief 10 *
www.nps.gov/history/hps/tps/briefs/brief10.htm

Exterior Woodwork No. 1: Proper Painting and Surface Preparation, Preservation Tech Note P

Exterior Woodwork No. 2: Paint Removal from Wood Siding, Preservation Tech Note *
www.nps.gov/history/hps/tps/technotes/PTN18/intro18.htm

Exterior Woodwork No. 3: Log Crown Repair and Selective Replacement Using Epoxy and
Fiberglass Reinforcing Rebars, Preservation Tech Note *
www.nps.gov/history/hps/tps/technotes/PTN28/index.htm

Exterior Woodwork No. 4: Protecting Woodwork Against Decay Using Borate Preservatives,
Preservation Tech Note *
www.nps.gov/history/hps/tps/technotes/PTN39/intro.htm

From Asbestos to Zinc: Roofing for Historic Buildings W
www.nps.gov/history/hps/tps/roofingexhibit/introduction.htm

Maintaining the Exteriors of Small and Medium-Size Historic Buildings, Preservation
Brief47 P

The Preservation and Repair of Historic Log Buildings, Preservation Brief 26 *
www.nps.gov/history/hps/tps/briefs/brief26.htm

Preserving Historic Wood Porches, Preservation Brief 45 P

The Repair and Replacement of Historic Wooden Shingle Roofs, Preservation Brief 19 *
www.nps.gov/history/hps/tps/briefs/brief19.htm

The Secretary of the Interior’s Standards for Rehabilitation and Guidelines for Rehabilitating
Historic Buildings (text only, no illustrations) P

The Secretary of the Interior’s Standards for Rehabilitation & Illustrated Guidelines for
Rehabilitating Historic Buildings *
www.nps.gov/history/hps/tps/tax/rhb/index.htm

The Secretary of the Interior’s Standards for the Treatment of Historic Properties with Guidelines

for Preserving, Rehabilitating, Restoring, and Reconstructing Historic Buildings *
www.nps.gov/history/hps/tps/standguide/index.htm

From Asbestos to Zinc: Roofing for Historic Buildings W
www.nps.gov/history/hps/tps/roofingexhibit/introduction.htm

Metals in America’s Historic Buildings P
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