SECTION B
SUPPLIES OR SERVICES AND PRICE/COSTS

SUPPLIES OR SERVICES AND PRICE/COSTS

The contractor shall provide the National Park Service with all labor, materials,
equipment, facilities, and travel, except as otherwise specified, necessary for the
fabrication of visitor information signs, wayside exhibit bases and hardware.

A. FIXED-PRICES — INDEFINITE DELIVERY INDEFINITE QUANTITY
CONTRACT

1) STANDARD PRODUCTS

The following fixed prices shall apply for standard products produced under
this contract and shall include shipping costs based on F.O. B. Destination,
within the United States.

Standard Pricing F.O.B. Destination is contained on
pages two through 11 below.

For rates, please contact Sheila Spring, Contracting
Officer, at (304) 535-6239 or via electronic mail at
Sheila_spring@nps.gov.
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a) Trailside Base (TS)

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option | Option Option | Option Option | Option

Size Year 1l | Year 2 Year 3 Year 1 Year 2 Year 3 Year 1 Year 2 Year 3
6”X 6”
67x 12”
6’x 18”

b) Wall Mount (WM)

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Size

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

12”x 12”

12”x 18”

127x 24”

12”x 36

127x 48”

18”x 12”

18”x 18”

18”x 24”

18”x 36

247x 127

24”x 18”

24”x 24”

24”x 36”

367x 12”

36”x 18”

367x 24”

367X 36”

367X 48”

427x24”

487x 12”

487x 24”

48”x 36”




C) Low Profile Wayside Base (LP)

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year 1 Year 2

Option
Year 3

Option | Option
Year 1 Year 2 Year 3

Option | Option
Year 1 Year 2 Year 3

6”X 12”

127X 6”

127x 12”

12”x 18”

18”x 12”

18”x 18”

18”x 24”

247x 127

24”x 18”

24”x 24”

367x 12”

36”x 18”

367X 24”

427x24”

48”x 18”

487x 24”




d) Upright Base Single-Sided (UP)

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year 1 Year 2

Option
Year 3

Option | Option
Year 1 Year 2 | Year 3

Option | Option
Year 1 Year 2 Year 3

67x12”

6”X 18”

12”X 6”

127x 12”

127x 18”

127x 24”

12”x 36”

12”x 48”

18”x 12”

18”x 18”

18”x 24”

18”x 36”

18”x 48”

247x 12”

24”x 18”

247x 24>

24X 36”

24”x 48”

367x 12”

367x 18”

367X 24”

367X 36”

367x 48”

487x 12”

48”x 18”

487x 24”




e) Upright Base Double-Sided (UP)

WEATHERING STEEL GALVANIZED STEEL PAINTED ALUMINUM

Option | Option Option | Option Option Option
Size Yearl | Year?2 | Year 3 Year 1l | Year 2 Year 3 Year 1 Year 2 Year 3

12”x 12”

127x 18”

127x 24”

12”x 36”

12”x 48”

18”x 12”

18”x 18”

18”x 24”

18”x 36”

18”x 48”

247x 12"

247x 18”

247x 24”

24”x 36”

24”x 48”

367x 12”

367x 18”

367x 24”

367X 36”

367x 48”

487x 12”

48”x 18”

487x 24”

f) Upright Inline 2 Series Single-Sided

WEATHERING STEEL GALVANIZED STEEL PAINTED ALUMINUM

Option | Option Option | Option Option Option
Size Year1l | Year?2 | Year 3 Year 1l | Year 2 Year 3 Year 1 Year 2 Year 3

24”x 36”

36X 48”




9) Upright Inline 2 Series Double-Sided

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year1l | Year?2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

24’x 36”

36X 48”

h) Upright Inline 3 Series Single-Sided

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year1l | Year?2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

36X 48”

)} Upright Inline 3 Series Double-Sided

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year1l | Year?2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

367X 48”

)] Upright Tri-Sided Ser

ies

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option
Size Year 1l | Year?2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

24’°x 36”

367X 48”




k) Upright Quad-Sided Series

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Option | Option Option | Option Option Option

Size Year1l | Year?2 | Year 3 Year 1l | Year 2 Year 3 Year 1 Year 2 Year 3
24°x 36"
367'x 48”

)} Sled Base (SB)

WEATHERING STEEL

GALVANIZED STEEL

PAINTED ALUMINUM

Size

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

Year 1

Option
Year 2

Option
Year 3

67x12”

127X 6”

12”x 12”

12”x 18”

12”x 48”

18”x 12”

18”x 18”

18”x 24”

24”x 12”

24”x 18”

247x 24”

367x 12”

36”x 18”

367x 24”

367X 36”

427x 24”

48”x 18”

487x 24”




m)

n)

P)

q)

Bulletin Case — Wall Mount

Option Option
Size Year 1 Year 2 Year 3
247x 24”
24x 36”
367x 24”
36"x 48”
48"x 36~
Bulletin Case — with Posts
Option Option
Size Year 1 Year 2 Year 3
247 24”
24" 36"
367°x 24
367’x 48”
48x 36~
YEAR 1 YEAR 2 YEAR 3
Brochure Holder $ $ $
Miscellaneous $ $ $
Posting (MP)

Accessory Add On Panels

Weathering Steel ~ $

Galvanized Steel $
Aluminum $
Strap Kits

SK 36” $
SK 48” $
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s)

Y

OPTION OPTION

YEAR 1 YEAR 2 YEAR 3

Post Fins / Each

Aluminum $ $ $

Steel $ $ $

Baseplates / Each

5” Aluminum $ $ $

5” Weathering $ $ $
Steel

5” Galvanized $ $ $
Steel

8” Aluminum $ $ $

8” Weathering $ $ $
Steel

8” Galvanized $ $ $
Steel

10” Aluminum $ $ $

10” Weathering $ $ $
Steel

10” Galvanized $ $ $
Steel

Deck Mounts

2”x 2” Post $ $ $

Aluminum

2% 2” Post $ $ $

Weathering Steel

27x 2” Post $ $ $

Galvanized Steel
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2”%x 3” Post
Aluminum / foot

2% 3” Post
Weathering Steel / foot

2”%x 3” Post
Galvanized Steel / foot

Stabilizer Bars (SB)

12 Aluminum
18” Aluminum
24 Aluminum
36" Aluminum
48” Aluminum
12” Steel
18” Steel
24" Steel
36 Steel
48" Steel

Socket Mounts (SM)

2”x 2” Aluminum

2”x 2” Steel

2”x 3”7 Aluminum

2”x 3" Steel

$__
$__
S
S
S
S
S
S
S
S

S
S
S
S

OPTION OPTION
YEAR1 YEAR 2 YEAR3
$_ $_ $_
$ $ S
$_ $_ $_
$ S
$ S
$_ $_
$_ $_
$_ $_
$_ $
$_ $
$_ $
$_ $_
$_ $_
$_ $_
$_ $_
$_ $_
$ $
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YEAR1

X) LPS Series Wall
Cap Mount (CM)

Weathering Steel ~ $
Galvanized Steel $

Aluminum $

y) Roof Structure Only — (to be added to Kiosk) (RS)

OPTION
YEAR?2

RS Single $
RS Inline 2 $
RS Inline 3 $
RS Tri-Sided $
RS Quad-Sided $

&+

HOURLY RATES FOR CUSTOM PRODUCTS

OPTION
YEAR3

The following loaded labor rates shall apply for custom products produced under

this contract.

YEAR1

(@) CAD Technician  $

(b) Structural $
Engineer

(c) Welder $_

(d) Painter $

(e) Electrician $

(f) Laborer $

(Cutting, Shearing,
Bending Forming of
Raw Materials)

OPTION
YEAR?2

OPTION
YEAR3
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OPTION OPTION
YEAR1 YEAR 2 YEAR 3

(g) Machinist $ $ $

(h)

(Drilling, Punching,
Tapping, Countersinking

Metal Worker $ $ $
Metal surface preparation

And finishing (sandblasting,

etching, grinding, sanding,

buffing, and polishing)

MINIMUM AND MAXIMUM AMOUNTS

(NPS 1489.216-140) (APR 1984)

1.

During the period specified in the “Ordering” clause, the contractor shall
be guaranteed a minimum workload of $5,000 with a maximum workload
limit of $300,000 during one year from the effective date of this contract.

At the option of the government, this contract may be extended for an
additional one year term. If this option is exercised, the government will
guarantee a minimum workload of $5,000 with a maximum workload of
$300,000 in the second year. The total guaranteed minimum cumulative
workload will be $10,000 and the maximum cumulative workload will
them become $600,000 for the total two year contract period.

At the option of the government, this contract may be extended for an
additional one year term. If this option is exercised, the government will
guarantee a minimum workload of $5,000 with a maximum workload of
$300,000 in the third year. The total guaranteed minimum cumulative
workload will be $15,000 and the maximum cumulative workload will
them become $900,000 for the total three year contract period.

If a contractor declines to propose or declines work offered by the
National Park Service at any time during the contract period, the estimated
amount of the project will be subtracted against the minimum guaranteed
workload in this contract.

B-12



	A. FIXED-PRICES – INDEFINITE DELIVERY INDEFINITE QUANTITY CONTRACT

